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Product line E11
Circuit protection

RCCB’S RCBO’S Build-in switch

TECHNICAL DATA

EFI-2 UT EFI-4 UT EFI-4 S EFI-4-KV/G PS/SS KZS-2M KZS-3M KZS-4M 3p KZS-4M 3p+N KZS-2M UT PS/SS SV 100

RCCB RCCB RCCB S-Type RCCB G-Type Auxiliary signal switch RCBO RCBO RCBO RCBO RCBO UT Auxiliary switch Build-in switch

Number of poles 2p 4p 4p 4p 1p+N 2p 3p 3p+N 1p+N 1p, 2p, 3p, 4p

Rated voltage 230/400V a.c., 230V a.c. 230/400V a.c., 230V a.c. 230/400V a.c., 230V a.c. 230/400V a.c., 230V a.c. 230V a.c. / 110V d.c. 230V a.c. 230V a.c. 400V a.c. 400V a.c. 230V a.c. 230V a.c. / 110V d.c. 230/400 V a.c., 400V a.c.

Rated current 25A 25, 40, 63A 40, 63A 40A 6A a.c. / 1A d.c. 6-40A 6-25 A 6-32A 6-32A 16A 6A a.c. / 1A d.c. 16-125A

Rated residual current 0.03A 0.03, 0.1, 0.3A 0.3A  0.03A 0.01, 0.03, 0.3A 0.03A 0.03A 0.03A 0.03A

Type of residual current tripping A A AC, A A AC, A A AC, A AC, A A

Conditional short-circuit current

Rated frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

Shock resistance

Rated short-cicuit capacity 10kA 10kA 10kA 10kA 10kA 10kA 6kA 6kA 10kA

Tripping characteristic B, C B, C B, C B, C B, C

Energy limiting class 3 3 3 3 3

Back-up fuse 80A gG 80A gG 80A gG 80A gG

Index of protection IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40) IP 20 (IP 40)

Terminals 1-25mm² , 1.8-2Nm 1-25mm² , 1.8-2Nm 1-25mm², 1.8-2Nm 1-25 mm², 1.8-2Nm 1.25mm²,  max. 0.8Nm 1-25mm², max. 3Nm 1-25mm², max. 3Nm 1-25 mm², max 3Nm 1-25 mm², max 3Nm 1-25mm² , 1.8-2Nm 1.25mm², 0.8Nm �����P�P�ð�����,�Q�•�����$�����������P�P�ð���,�Q�������$

Mechanical endurance 10000 op.c.

Electrical endurance 2000 op.c. 2000 op.c. 2000 op.c. 2000 op.c. 2000 op.c. 2000 op.c. 2000 op.c. 2000 op.c. 2000 op.c. 4000 op.c.

Ambient temperature max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C max. -25°C to +40°C

Storage temperature max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C max. -40°C to +70°C

Mounting on the rail EN 60715 yes yes yes yes yes yes yes yes yes yes

Sealing possibility yes yes yes yes yes yes yes yes yes yes

Terminal cover yes yes yes yes

Locking device

Contacts 1x NC , 1x NC/NO 1x NC, 1x NC/NO

Standards EN 61008 EN 61008 EN 61008 EN 61008 EN 61009, IEC 61009 EN 61009, IEC 61009 EN 61009-1 EN 61009 EN 60947-3, IEC 60947-3

Wiring diagrams

Dimensional drawing
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