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Time/current characteristics of fuse-links Ultra Quick DI, DII, DIII, DIV, DV.
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Cut-off characteristics of fuse-links Ultra Quick DI, DII, DIII, DIV, DV.
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Operating Joule Integral (I2t) for Ultra Quick DI, DII, DIII, DIV, DV 
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dissipation

Pre-arcing  
Joule integral  

I2t (1ms)

Operating  
Joule Integral  

I2t  ~125V

Operating  
Joule Integral  

I2t ~250V

Operating  
Joule Integral  

I2t ~500V

A W A2s A2s A2s A2s
2 2,1 0,7 1,8 3,5 5,8
4 2,5 1,8 4,1 6 11
6 3,2 4 6 10 18

10 3,6 8 12,5 23 40
16 6,3 16,2 34 40 60
20 7,3 35,8 67 85 139
25 9,0 48,9 85 116 205
30 10,0 85 120 170 310
35 12,0 135 220 300 539
50 19,0 340 600 780 1.250
63 23,0 530 850 1.115 1.890
80 33,0 980 1.480 2.110 4.200

100 51,0 1.950 3.000 4.200 8.450
125 60,0 3.100 4.300 6.000 16.000
160 71,0 10.000 12.000 18.000 24.000
200 90,0 17.000 22.000 31.000 40.000

Prospective fault current

Power dissipation, pre-arcing Joule Integral and Operating Joule Integral for 
Ultra Quick DI, DII, DIII, DIV, DV.
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