ETI

Technical data

Free-standing cable distribution cabinets

Electrical parameters

Rated operational voltage Un 400V
Rated insulation voltage Ui 690V
Flamability category Vo

Degree of protection against external 1K 10
mechanical impacts

Protection degree 1P44 (IP54)
Protection class Il
Operating temparature -25°C....40°C

Dimensions

KVR 00 KVRO

-
- Lot
-
5 0 | |
7 F}
480 342 5%5 Jaz
0
A
Ay ! o s .
e e e N I E. i
i i
@ ool — —H e73s
—] 273,5 Sl
= el
LR 10
ha el g o
i E
J 4 r—E<Y o 5 94 =
@ 1) = —
N 94 1 HE 5
i
Y m—
2!
5 — o ~
1 o of
RN m
™ o o—t— X
o é a
N ‘mi .| 248,5
[ 535 | A-A
700 248,5 ‘ 5
452 A=A
KVR1 KVR2
= — I 45 o o om0 e e | —

L 1 | |
it 342 147
L s A
T T T T T T T TT o~ N N O A
ool
273,5
J=
i
84
o
==
8 P @
ﬁzg
1
~g
A i
49N

40

oo
Thl
m— o %]' 7l [ ‘
A
‘945 «‘.» ‘ 248,5 139,95 175,5
| 1060

683

ETIBOX



ETIBOX

ETI

£ B
- A -
f = L
=
=
E i
L L
= c -
D
i i
8%
A
: 8
11 . L)
=
C
I D
. ,_j.lll-- —y
&2
QQT‘Q
Pl
)|
Ip! 0|
g e
Ip )
O — 0|
~ |
o
QFT
A 53 B ¥
s ?é A o
[mm] A B C
KVR-MP 00 435 - 2
KVR-MP 0 572 - 2
KVR-MP 1 764 300 2
KVR-MP 2 1095 400 2
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Technical data
]
[mm] A B C D
KVR-P 00 460 408 360 332
KVR-P 0 595 543 495 467
KVR-P 1 790 738 690 662
KVR-P 2 1120 1068 1020 992
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[mm] A B ( D
KVR-PE 00 460 408 360 332
KVR-PEO 595 543 495 467
KVR-PE 1 790 738 690 662
KVR-PE 2 1120 1068 1020 992
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Technical data

[mm] A

KVR-FB 00 450

KVR-FB 0 585 KVR-0C
KVR-FB 1 784

KVR-FB 2 1110
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Enclosure ventilation
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